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Suggested PTO selection table for 
the MOUVEX Screw Compressor 

MX12

 
COMMENTS : 

• This table does not aim to be exhaustive, just a starting point that will be enriched according to the contributions of each. 

• As far as possible, avoid an engine speed lower than 1000 rpm.  

• If it is necessary to reduce the speed of the Compressor in order to reduce its flow rate, favour a PTO ratio allowing the highest engine speed. 
 



Comments:  As far as possible, avoid an engine speed lower than 1000 rpm.

If it is necessary to reduce the speed of the Compressor in order to reduce its flow rate, favor a PTO ratio allowing the highest engine speed.

T R T R T R T R T R T R T R T R

Original Single NA 123‐10b 650 1.34 859 1074 510 1.70 904 1129 510 1.7 813 1016 400 2.18 847 1055

Original Double NA 123‐11b/1c 650 1.34 859 1074 510 1.70 904 1129 510 1.7 813 1016 400 2.18 847 1055

IPH Double 90 800 1.25 924 1155 500 1.65 932 1165 500 1.65 932 1165

Original Single NA 123‐10b 650 1.35 853 1066 510 1.70 904 1129 510 1.7 813 1016 400 2.19 843 1050

Original Double NA 123‐11b/1c 650 1.35 853 1066 510 1.70 904 1129 510 1.7 813 1016 400 2.19 843 1050

IPH Double 90 800 1.246 924 1155 500 1.65 932 1165 500 1.65 932 1165

Original Single NA 123‐10b 650 1.34 859 1074 650 1.72 893 1116 510 1.7 813 1016 510 2.18 847 1055

Original Double NA 123‐11b/1c 650 1.34 859 1074 650 1.72 893 1116 510 1.7 813 1016 510 2.18 847 1055

IPH Double 90

Original Single NA 123‐10b 650 1.35 853 1066 650 1.74 883 1103 510 1.7 813 1016 510 2.20 839 1045

Original Double NA 123‐11b/1c 650 1.35 853 1066 650 1.74 883 1103 510 1.7 813 1016 510 2.20 839 1045

IPH Double 90 800 1.25 924 1155 800 1.60 961 1202 500 2.11 873 1088 500 2.11 873 1088

G241‐16  17.00 ‐ 1.00 CW IPH Double 90

Original Single NA 123‐10b 650 1.35 853 1066 510 1.70 904 1129 510 1.7 813 1016 400 2.19 843 1050

Original Double NA 123‐11b/1c 650 1.35 853 1066 510 1.70 904 1129 510 1.7 813 1016 400 2.19 843 1050

IPH Double 90 800 1.25 924 1155 500 1.65 932 1165 500 1.98 930 1159 500 1.65 932 1165 500 1.98 930 1159

Original Double N AS/10b 630 1.29 892 1116 400 1.93 796 995 430 1.52 909 1136 360 2.10 879 1095

IPH Double 90

Original Double N AS/10b 580 1.73 888 1110 580 1.73 799 998 490 2.15 859 1070

IPH Double 90 800 1.63 940 1175 500 2.16 855 1065 500 2.16 855 1065

IPH Double 90

Original Double N AS/10b 630 1.2 959 1199 400 1.79 858 1073 400 1.79 772 965 360 1.95 947 1179

IPH Double 90 800 1.34 857 1071 500 1.78 865 1081 500 1.78 865 1081

Original Double N AS/10b 710 1.21 951 1189 490 1.77 868 1085 490 1.77 781 976 430 2.05 900 1122

Original Double N221/10b 730 1.35 853 1066 470 1.69 909 1136 470 1.69 818 1022 470 1.99 928 1156

IPH Double 90

Original Double N221/10b 730 1.35 853 1066 560 1.74 883 1103 730 1.61 858 1073 1.74 2.08 888 1106

IPH Double 90 800 1.32 869 1087 500 1.75 878 1097 500 1.75 878 1097

IPH Double 2423/2425 640 1.20 960 1200 540 1.406 983 1228

Original Double NTX/10b 630 1.19 967 1209 400 1.78 863 1079 430 1.4 987 1234 400 1.78 1037 1292

IPH Double 2423/2424/2425 730 1.87 823 1029 890 1.554 889 1111 640 1.99 929 1158

Original Double NTX/10b 710 1.38 834 1043 580 1.62 948 1185 580 1.62 853 1066 490 2.01 918 1144

IPH Double 2423/2425 640 1.20 960 1200 540 1.406 983 1228

Original Double NTX/10b 630 1.14 1010 1262 400 1.7 904 1129 400 1.7 813 1016 360 1.85 998 1243

IPH Double 2423

Original Double NTX/10b 690 1.33 865 1082 490 1.71 898 1123 490 1.71 808 1010 430 1.99 928 1156

T : PTO Torque (Nm)
R : PTO Ratio

Motor speedMotor speed

GEARBOX Range Rotation

Brand Type
15R (490Nm)

MX12 N

12AS TD 15.86 ‐ 1.00 CW

12AS TO 12.33 ‐ 0.78 CW
ZF AS 
TRONIC

16AS TO 14.12 ‐ 0.83 CW

G281‐12  14.93 ‐ 1.00 CW

G211‐12  14.93 ‐ 1.00 CW

G280‐16  11.70 ‐ 0.69 CW

16AS TD 17.03 ‐ 1.00 CW

Motor speed Motor speed Motor speedMotor speed Motor speed Motor speed
Reference

G230‐12  11.67 ‐ 078  CW

G330‐12  11.63 ‐ 077  CW

MX12 S

Suggested PTO selection table for the MOUVEX Screw Compressor MX12

20L (370Nm) 24R (310Nm)18L (410Nm) 20R (370Nm) 24L (310Nm) 15L (490Nm) 18R (410Nm)
Truck 
brand

PTO

DAIMLER 
POWER 
SHIFT

16TX TO 14.68 ‐ 0.82 CW

ZF TRAXON

ZF 
ECOSPLIT

16S TD 16.41 ‐ 1.00 CW

16S TO 13.80 ‐ 0.84 CW

12TX TD 16.69 ‐ 1.00 CW

12TX TO 12.92 ‐ 0.77 CW

16TX TD 17.94 ‐ 1.00 CW
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Comments:  As far as possible, avoid an engine speed lower than 1000 rpm.

If it is necessary to reduce the speed of the Compressor in order to reduce its flow rate, favor a PTO ratio allowing the highest engine speed.

T R T R T R T R T R T R T R T R

IPH Double 90 800 1.28 902 1128 500 1.71 900 1125 500 1.71 900 1125

Original Single PTR‐FH 550 1.23 936 1170 550 1.54 997 1247 550 1.54 897 1121

Original Double PTRD‐D1D / D2 870 1.62 853 1066 870 1.30 885 1107 870 1.62 948 1185

IPH Double 90 800 1.30 884 1105 500 1.74 882 1102 500 1.74 882 1102

Original Single PTR‐FH 600 1.23 936 1170 600 1.57 978 1223 600 1.57 880 1100

Original Double PTRD‐D1D / D2 870 1.65 838 1047 870 1.29 892 1116 870 1.65 931 1164

IPH Double 90 500 1.71 900 1125 500 2.13 865 1078 500 1.71 900 1125 500 2.13 865 1078

Original Single PTR‐FH 600 1.54 747 934 600 1.91 804 1005 600 1.54 897 1121 600 1.91 966 1204

Original Double PTRD‐D1D / D2 870 1.62 853 1066 870 1.62 710 888 870 2.02 760 950

IPH Double 90

Original Single PTR‐FH 600 1.56 738 922 600 1.56 985 1231 600 1.56 886 1107 600 1.96 942 1173

Original Double PTRD‐D1D / D2 730 870 1.64 843 1053 730 870 2.05 900 1122 730 1.64 702 877 730 870 2.05 749 937 730

IPH Single

IPH Double 90 800 1.28 902 1128 800 1.65 836 1045 500 2.21 835 1040 500 1.71 900 1125 500 2.21 835 1040

Original Single PTR‐FH 600 1.57 733 917 600 1.57 978 1223 600 1.57 880 1100 600 2 923 1150

Original Double PTRD‐D1D / D2 870 1.69 818 1022 870 1.69 681 851

IPH Single 81Z1 700 1.28 899 1124 700 1.58 972 1215 700 1.58 875 1093

IPH Double 90 800 1.55 892 1115 500 2.05 901 1123 500 2.05 901 1123

Original Single EG660F 1300 1.24 928 1160

Original Single EG661F 800 1.28 899 1124 700 1.58 972 1215 700 1.58 875 1093

Original Double EG670/671 500 1.61 858 1073 500 2.06 896 1117 800 1.24 928 1160 500 1.61 954 1193

Original Single, side EG500F / 502F 400 2.22 832 1036 400 1.65 931 1164

Original Single EG663F 800 1.29 892 1116

Original Single, side EG501F / 503F 400 2.22 832 1036 400 1.78 863 1079

Original Double EG672 500 1.66 833 1040 500 2.08 888 1106 500 1.66 925 1157 500 2.08 888 1106

IPH Single 81Z1 700 1.29 892 1116

IPH Double 90 800 1.56 885 1106 500 1.65 932 1165 500 2.06 894 1114 800 1.25 924 1155 500 1.65 839 1048 500 1.65 932 1165 500 2.06 894 1114

T : PTO Torque (Nm)
R : PTO Ratio

20L (370Nm) 24R (310Nm)

Motor speed Motor speed Motor speed Motor speed Motor speed Motor speed Motor speed Motor speed
Brand Type Reference

15R (490Nm) 18L (410Nm) 20R (370Nm) 24L (310Nm) 15L (490Nm) 18R (410Nm)

VOLVO 
RENAULT

VT 2214     
VT 2514

14.94 ‐ 1.00 CCW

Truck 
brand

GEARBOX Range Rotation

PTO MX12 S MX12 N

ATO 2612 
to ATO 
3512

11.73 ‐ 0.785 CCW

GR 875 
GR905 
GRS895 
GRS905

SCANIA

11.3 CCW

AT 2412 to 
AT2812

14.94 ‐ 1.00 CCW

VTO 2214  
VTO 2514

11.73 ‐ 0.785 CCW

VTO 2814 11.73 ‐ 0.785 CCW

GRSO 905 13.28 CCW

Suggested PTO selection table for the MOUVEX Screw Compressor MX12
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