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The front cover, main body, set cylinder piston and their O-

rings must be removed beforehand to access the transmis-

sion bellows (see Instructions of the pump). 

Check and replace the O-rings if necessary 

1.1 Disassembling the bellows 

Necessary tools : 

- Wrench for CHC M6 screws 

- Wrench for CHC M5 screws 

- 2 Open-end wrenches for H M8 nuts 

Drain the transmission oil (see Instructions of the pump). 

Position tool 39585F (groove facing up) around bellows 

39017, then secure it using the 3 screws CHC M6 

39304A ightening to a maximum of 6 N.m. 

 

Take an M8 threaded rod (39585A) and insert it into one 

of the upper holes of tool 39585F. 

 

At the opposite end, add an M8 flat washer (39585G) 

and an H M8 hex nut 39585B then screw it on (clockwi-

se) for a lenght of approximately 130 mm. 

Take an H M8 hex nut 39585B and screw it (clockwise) 

onto the threaded rod M8 39585A for a lenght of approxi-

mately 30 mm. 

Insert the 30 mm section of the M8 threaded rod 39585A 

through the corresponding hole in the bearing 39736, 

positioning the face of the M8 hex nut 39585B flush 

against the flange of the bellows assembly 39017. 

On the outer side of the bearing block 39736, position a 

flat washer M8 39585G and an M8 blind nut 39585B. 

Screw on until snug (clockwise) and tighten securely 

using the 2 M8 open-end wrenches. 

 

Repeat the same operations as in the previous para-

graph in the opposite underpass. 

 

 

 

Alternately unscrew (counter-clockwise) the 2 M8 hex 

nuts 39585B located behind the tool flange 39585F until 

the bellows hub is released from its housing (maximum 

length 30 mm). 

 

 

Upper holes

Lower holes
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Unscrew (counter-clockwise) the 3 CHC M6 screws 

39304A and the 2 M8 blind nuts 39585B. Then remove 

tool 39585F and the 2 M8 threaded rods 39585A. 

Unscrew (counter-clockwise) the 4 CHC M5 screws 39529 

then remove the bellows 39017 and O’ring 39733. 

 

1.2 Assembly of the bellows 

Necessary tools : 

- Press with a minimum capacity of 1.5 t and a clea-

rance under the slide block of 700 mm 

- Wrench for CHC M5 screws 

Place the 39596 transmission assembly on the press. 

Insert a new 39733 O’ring into the housing of the 39736 

bearing. 

Lubricate the bearing seat and the bushing seat. 

Press the bellow assembly 39017 onto the transmission 

shaft 39500 ensuring the flange pin is aligned with the 

pin hole in the 39736 bearing. 

 

Position tool 39585F (groove facing up) around the bel-

low 39017. 

 

Insert the bellows 39017 by gently pressing it with a 

press (maximum load 4000 N) on the tool 39585F until it 

stops (mounting dimension). 

 

Check the correct assembly of the bellows on the shaft, 

by sliding the bellows bushing 39519 located in the cen-

ter of the bellows, using small movements from bottom 

to top. 

Screw (clockwise) and tighten the 4 CHC M5 39529 

screws to a torque of 3 N.m. 

 

 

Fill the transmission with oil (see Instructions of the pump). 
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2.1 Necessary tools 
Press with capacity : 

 

Screw 39533A supplied with the bellows is for single use. 

The front cover, main body, set cylinder piston and their 

O-rings must be removed beforehand to access the 

transmission bellows (see Instructions of the pump). 

Check and replace the O-rings if necessary. 

2.2 Disassembling the bellows 
Drain the transmission oil (see Instructions of the pump). 

Flo 6 - 8 - 11 - 15 : 

Unscrew the 4 screws 39529 attached to the bearing 

housing 39736 and the 4 screws 39609 and then remove 

cover 39607. 

 

Flo 25 : 

Unscrew the 4 screws 39529 attached to the bearing 

housing 39736 and the 6 screws 39609 and then remove 

cover 39607. 

 

Remove transmission plug 39533. 

 

It is imperative to grease the screw 39533A before use. 

Insert screw 39533A into the bellows hub assembly 

39524 until it abuts transmission shaft 39500. Once in 

the abutment, screw until bellows assembly 39524 is 

removed from transmission shaft 39500. 

 

Pump

Minimum  

capacity  

(t)

Height  

under slider   

(mm)

Wrench for 

CHC screws

FLO 6- 8 1,5 700 M6

FLO 11 - 15 2,5 800 M10

FLO 25 2,8 900 M10
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2.3 Assembly of the bellows 
Assemble centering disc 39607A on bearing case 39736 

with screws 39609A. 

 

Make sure that there is equal clearance on both sides. 

 

Place the entire transmission 39596 on the press. 

 

 

Insert a new seal 39733 into the bearing housing 39736. 

 

 

Flo 6 - 8 : 

Insert the bellows assembly 39524 on the trans- mission 

shaft 39500 by ensuring that the flange indexer groove 

of bellows assembly 39524 is aligned with bearing 

indexer groove 39736. 

Flo 11 - 15 - 25 : 

Insert the bellows assembly 39524 into the trans- mis-

sion shaft 39500 by ensuring that the pin hole in the flange 

of bellows assembly 39524 is aligned with the pin hole 

in bearing 39736. 
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Flo 6 - 8 - 11 - 15 - 25 : 

Place a guard on the nose of bellows hub assembly 

39524 to avoid damaging it. 

Then fit the bellows assembly hub 39524 so that there 

is a distance (A) between the hub face of bellows 

assembly 39524 and the flange face of bellows 

assembly 39524 : 

 

 

Flo 6 - 8 : 

Position the indexer 39117A in its housing. Screw in 

screws 39791. 

 

Flo 11 - 15 - 25 

Fit the indexing pin 39723 onto flange of the bellows 

assembly 39524 and bearing 39736. 

 

Position the indexer 39117A in its housing. Screw in screws 

39791. 

 

 

Tighten the 4 screws 39529. Tightening torque : 

• FLO 6 - 8  . . . . . . . . . . . .4 N.m 

• FLO 11 - 15 - 25 . . . . . .10 N.m 

 

Pump Distance A

FLO 6- 8 228 ±1

FLO 11 - 15 299 ±1

FLO 25 320,4 ±1,2
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Screw in the plug 39533 and put a new seal 39541. 

 

 

Unscrew the screws 39609A to remove the centering disc 

39607A from bearing housing 39736. 

 

Insert a new seal 39602 into the bearing housing 39736 

before inserting cover 39607 on bearing housing 39736, 

ensuring that the lips of seals 39608 and 39608A do not 

turn over. 
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3.1 Necessary tools 
Torque wrench : 

• FLO 40 . . . .M8 socket  . . . .35 N.m 

• FLO 50 . . . .M10 socket  . . .35 N.m 

• FLO 65 . . . .M12 socket  . . .70 N.m 

 

The threaded rod 39585A supplied with the bellows is 

single-use. 

The front cover, main body, set cylinder piston and their 

O-rings must be removed beforehand to access the 

transmission bellows (see Instructions of the pump). 

Check and replace the O-rings if necessary. 

 

 

3.2 Disassembling the bellows 
Drain the transmission oil (see Instructions of the pump). 

Unscrew the 4 screws 39529 fixed on bearing housing 

39736. 

 

Drill and remove disc 39548 and grub screw 39533 from 

bellows hub assembly 39524. 

 

It is mandatory to grease screw 39533A before dis- 

assembly. Insert screw 39533A into the bellows hub 

assembly 39524 until it abuts against transmission shaft 

39500. Once in the abutment, screw until bellows 

assembly 39524 is removed from transmission shaft 

39500. 
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3.3 Assembly of the bellows 
Replace seal 39733 before inserting the of bellows 

assembly flange 39524 onto bearing housing 39736. 

 

Ensure that seal 39733 is in place on bearing housing 

39736. Insert the new bellows assembly 39524 onto 

transmission shaft 39500, ensuring that the pin hole in 

the flange of bellows assembly 39524 is aligned with the 

pin hole in bearing 39736. 

 

Partially screw in the 4 screws 39529 in order to block 

the rotation of bellows assembly 39524. 

 

 

It is mandatory to grease threaded rod 39585A before 

assembly. Insert threaded rod 39585A through hub of 

bellows assembly 39524. 

 

Screw threaded rod 39585A completely into shaft 39500. 

 

Screw tool assembly 39585 onto threaded rod 39585A 

until it is in contact with the hub of bellows assembly 

39524. 

 

 

Screw the tool 39585 with a torque wrench to push the 

bellows assembly 39524 onto shaft 39500. When the 

torque wrench is triggered, the hub of bellows assembly 

39524 is correctly mounted on shaft 39500. Remove tool 

assembly 39585 and threaded rod 39585A. 

Torque wrench settings : 

• FLO 40  . . . . . .28 ±2 N.m 

• FLO 50  . . . . . .30,5 ±3 N.m 

• FLO 65  . . . . . .64 ±6 N.m 
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Flo 40 

 

Flo 50 

 

Flo 65 

 

Fit the indexing pin 39723 onto flange of the bellows 

assembly 39524 and bearing housing 39736. 

 

Position the indexer 39117A in its housing. Screw in 

screws 39791. 

 

Tighten the 4 screws 39529. Tightening torque : 

• FLO 40 - 50 . . . . . . . . 10 ±1 N.m 

• FLO 65 . . . . . . . . . . . . 13 ±1 N.m 

 

Screw grub screw 39533 into the hub of the bellows 

assembly 39524 and place disc 39548 on top. 
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